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Welcome to Capital Fireplaces range of stoves and firebaskets

This brochure contains a range of contemporary and traditional stoves and firebaskets combining supreme craftsmanship,
quality materials and thoughtful design.

We know that the right type of advice given during the initial stages of the buying process is of major importance to ensure
that you have many years of enjoyment from your stove. Price alone should never be the sole reason for choosing a stove and
therefore we would strongly recommend that you do not purchase directly from the internet. Capital Fireplaces products are not
available for purchase via the internet, there are a network of Authorised Dealers to purchase through who can offer the correct
advice and ensure the product is fitted in accordance with all current Building Regulations.
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Stove Ventilation

Houses built before 2008 Houses built after 2008

Houses built before 2008 are unlikely to have an air permeability greater than Houses built after 2008 with an air permeability of
5m3 so stoves with an output below 5kW do not require an air vent. However, less than 5m? require the air supply to be calculated
stoves with outputs above 5kW require a permanently open vent. So for each for the whole of the stove's rated output. This means
kW of output above 5kW allow 550mm? of air supply. that the installation of stoves with an output of less

than 5kW must now have a permanently open air
vent. Allow 550mm? of air supply for each kilowatt
of rated output.

Extensive renovation of an older property carried out after 2008 may reduce the
air permeability to less than 5m?, in which case the guidance for houses built
after 2008 should be followed.

Capital Stoves Lifetime Guarantee For Added Peace Of Mind

All Capital Stoves are covered by a lifetime guarantee (valid for original purchases only) from date of sale. This guarantee
excludes the following naturally wearing consumable items: Door Glass, Firebricks, Rope Seals, Baffle & Grate

In addition, the following criteria must be met.

« Sight of the data plate that should have been fitted by the approved installer.

« Proof of installation by HETAS or other approved body, or letter from Building Control confirming that the installation was
installed in accordance with the Building Regulations

« Proof of purchase from one of our “APPROVED SUPPLIERS”

« Proof of annual sweeping of chimney, at which time an inspection as to the condition of the chimney should be carried out
to allow for necessary maintenance to be performed.

The use of unauthorized fuels such as petro-cokes will also invalidate the warranty.

Capital Fireplaces Ltd will accept no responsibility for installations which have been carried out that are not in accordance
to the Building Regulations or if the conditions stated in the manufacturer's instructions are not adhered to.




About Us

Capital Fireplaces’ has been established for almost 20 years, and is one of the UK's
leading trade suppliers of Fireplaces, Fires and Stoves.

Having grown from the humble beginnings of a traditional family business we take
pride in maintaining high levels of customer service and are renowned for both quality
and design.

Our range combines supreme craftsmanship with style and elegance. The breadth

and variety of fireplace products should suit all tastes and budgets. From cottage
bedrooms to elegant drawing rooms, farmhouses to flats, there is a fireplace and a fire
to complement every home.

Important points
« Always read user instructions prior to initially using the stove or firebasket.

« We recommend burning kiln dried wood, this will give you up to twice the heat
output of freshly felled timber and greatly reduces tar build up in the flue.

+ Do not overload the stove or firebasket at any one time

« Avoid burning household rubbish as this can give off harmful gasses and will reduce
the performance of the stove or firebasket.

To burn fuel in a smoke controlled area the law determines that either the fuel should
be smokeless or the appliance should be approved by DEFRA ( The Department

for Environment, Food and Rural Affairs) normally these appliances are approved

by DEFRA for burning kiln dried wood. Some of our DEFRA approved products are
capable of burning both kiln dried wood and anthracite in smoke control areas, a dual
fuel use that most cleanburn products cannot offer.

All Capital Sirius stoves & Firebaskets are manufactured
from cast iron or steel therefore it is vital that appliances
undergo a period of “burning in”, this involves small fires
initially, gradually increasing in size with each firing. If
this process is adhered to you should experience years of
enjoyable, trouble free use.

All Capital Sirius stoves & Firebaskets are CE approved to EN13240.
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Sirius 450 Contemporary Inset

=

emporary Inset Stove with Quadrant Three Sided Trim
ith the Bettona Fireplace in Honed Umbrian Stone




Accessorles shown Traverse Compamon Set and Logs & Kindling Tubs (pair)
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